RECHARGEABLE SEALED LEAD ACID BATTERY SPECIFICATION

MP1236H

Nominal Voltage(V) 12v

e-freq

Multipower -mp

Nominal Capacity
1S min rate (216eW to ©9.80V) S4Wh

T;J 236H S hourrate (1.53A to 10.20V) 7.8SAh
9AhK 1C (9A to 9.80V) S.7Ah

sC (274 to 9.80V) 3.8Ah

Weight Approx. 2.7kg(S.94Lbs.)

Internal Resistance (at 1KHz) Approx. 14 mQ

Maximum Discharge Current for

5 seconds: 135A

Faston Tab 250)

Charging Methods at 25C(77°F)

. Cycle use:
. Charging Voltage 14.4 to 15.0V
2 Coefficient -5.0mv/C/cell
" §111(6.84:0.04 Maximum Charging Current: 2.7A
- Standby use:
4 . ] Float Charging Voltage 13.50 to 13.80V
13| | wetn Coefficient -3.0mv//cell

b T

=ce-tee Multipower -

Operating Temperature Range
| 2 oo e L1 Charge -1ST(STF) to 40T(104F)
L Discharge -1ST(SF) to S0T(122F)
Storage -1STI(ST) to 40T(104F)

- ar e VS ) e
Charge Retention (shelf life) at 20T (e8F)
Lt ~1 L1 o~ 1) 1 1 month 92%
3 month 90%
8 month B0%
2 | ,_- | ” Case Material ABS
i ! I i I . “ (ULe4 HB flame retardant case / cover)

Terminal F2(Faston Tab 250)
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Effect of Temperature on Capacity 25C(TTF)

Capacity Retentlon Characteristic
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- PERFORMANCE DATA
Discharge Rates in Watts to Various End Voltages at 25°C(77°F)
] min 342 361 388 407 419 427 | 448
10 min 219 224 252 264 n m | 290
15 min 151 187 194 200 204 208 | 216
30 min 947 973 102 106 107 108 | 14
60 min S8.8 624 642 65.8 66.7 676 688
120 min 324 334 M M9 3s2 54 I a7
180 min 252 26.1 269 277 280 285 291
240 min 204 n2 nse 24 27 21 | 235
300 min 17.3 179 18.3 18.6 18.7 189 191
600 min 973 101 103 105 106 w7 | 108
1200 min 5.12 529 54 544 5.45 5.48 5.51
- Discharge Rates in Amperes to Various End Voltages at 25°C(77°F)
5 min 304 326 B0 3.7 374 385 | 403
10 min 19.1 204 218 29 234 241 | 252
15 min 143 149 15.8 16.5 163 173 180
30 min ans 84S 893 a3s 954 a7 | 102
&0 min 517 529 5.3 545 548 552 557
120 min 263 2m2 27 284 286 289 293
180 min 212 218 223 227 229 23 24
240 min 169 1.74 17 180 181 182 | 183
300 min 146 1.51 153 155 1.56 1.57 1.58
600 min 0514 0.628 0.542 0.853 0.658 0564 | oan
1200 min 0.427 0.442 0.451 0.456 0.459 0.462 0.465

Al data on the spec. sheet is an average value:
The tolerance range : X<Bmin(+15%~-15%), 8min = X<10min(+12%~-12%),10min =X < 80min{+8% ~-8%). X = 60min(+5%~-5%)
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